From jerry7proc at yahoo.com  Tue Jan  2 14:52:16 2018
From: jerry7proc at yahoo.com (Jerry Proc)
Date: Tue, 2 Jan 2018 19:52:16 +0000 (UTC)
Subject: [BoatAnchors] "Noise" Analysis During WWII
References: <1839017888.6921500.1514922736951.ref@mail.yahoo.com>
Message-ID: <1839017888.6921500.1514922736951@mail.yahoo.com>

Hello Everyone,
In the fall of 2017, I did some research on? the Radio Fingerprinting and TINA techniques whichwere used in Z intelligence during WWII.? This document can be found at:?Radio Research Paper - RFP and TINA?
Canada played a minor role inthe Z intelligence service since it was only set up at Gloucester , Ontario? thenmoved to Harbour Grace Newfoundland


?
Inthe UK, it was a different story. There was lots of activity in the areaof? Y and Z services since the UK was ?much closer to the German radio emissionsof interest. ?For stations performing these services, there was a functionwhich was called ?Noise?-? ?the intercept and analysis of basicallynon-Morse signals. 




?
Onething led to another as my curiosity about noise analysis grew. The results ofthis research can be found in this newly created webdocument.


?
http://jproc.ca/rrp/noise_intercept.html


?
Outof the 4 ?noise? stations, I have gathered the most info about Southwold but have createdplace markers for the other three should any new information surface.?


?
?-- Regards, Jerry Proc E-mail: jerry7proc at yahoo.com

From wb3fau55 at neo.rr.com  Fri Jan  5 09:35:42 2018
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com)
Date: Fri, 5 Jan 2018 9:35:42 -0500
Subject: [BoatAnchors] SP-600  gurus please
Message-ID: <20180105143542.X0JMV.177280.root@cdptpa-web02>

Folks, unable to get a response out of the Hammarlund unsers  group.  My  situation involves a SP-600-JX-6.  Overload problems and screen voltage issues in the 1st and 2nd RF amps.  Screen voltage is supposed to swing  from 90 to 200 volts when RF  gain is open and closed.  I get only a swing of 90 to 135v. The screen resistors of the RF tubes,[6BA6s]  are 3.3k ohms.  The 
parts list calls for 33k ohm resistors.  So which is right?  The parts  list or my receiver? 
 thanks  for your help-Russ-  wb3fau


From cbmcgr at gmail.com  Fri Jan  5 12:50:38 2018
From: cbmcgr at gmail.com (Chuck McGregor)
Date: Fri, 5 Jan 2018 09:50:38 -0800
Subject: [BoatAnchors] SP-600 gurus please
In-Reply-To: <20180105143542.X0JMV.177280.root@cdptpa-web02>
References: <20180105143542.X0JMV.177280.root@cdptpa-web02>
Message-ID: <CAFTq00QmPtHkahKBMLFzj7vTmRbsd7DRrpZsEdLg0x74iSz1WA@mail.gmail.com>

Russ-
According to the military SP600 manual,  TM11-851,  whether R3 and R14 are
33K or 3.3K  depends on the serial number of your radio.

A possible cause of low screen voltage is leaky screen bypass caps.  Have
you recapped  your radio ?
73
Chuck K7MCG

On Fri, Jan 5, 2018 at 6:35 AM, Russ Dworakowski WB3FAU via BoatAnchors <
boatanchors at theporch.com> wrote:

> Folks, unable to get a response out of the Hammarlund unsers  group.  My
> situation involves a SP-600-JX-6.  Overload problems and screen voltage
> issues in the 1st and 2nd RF amps.  Screen voltage is supposed to swing
> from 90 to 200 volts when RF  gain is open and closed.  I get only a swing
> of 90 to 135v. The screen resistors of the RF tubes,[6BA6s]  are 3.3k
> ohms.  The
> parts list calls for 33k ohm resistors.  So which is right?  The parts
> list or my receiver?
>  thanks  for your help-Russ-  wb3fau
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://imac.theporch.com/mailman/listinfo/boatanchors
>


From rbsingl at ilstu.edu  Fri Jan  5 13:10:29 2018
From: rbsingl at ilstu.edu (Singley, Rodger)
Date: Fri, 5 Jan 2018 18:10:29 +0000
Subject: [BoatAnchors] SP-600  gurus please
In-Reply-To: <20180105143542.X0JMV.177280.root@cdptpa-web02>
References: <20180105143542.X0JMV.177280.root@cdptpa-web02>
Message-ID: <DM5PR03MB257214919D504908B66C28DFB81C0@DM5PR03MB2572.namprd03.prod.outlook.com>

Russ,

To add to what Chuck stated an easy way to check is to trace whether the screen feed is from the main B+ bus (most versions of the SP-600) or from the junction of R72 and R73 which form a voltage divider using 7.5K and 10K resistors.  The voltage divider setup is used with the lower value screen resistors.  I would check which circuit is used in yours since a previous "restorer" might not have been aware of the correct version and decided to change the screen resistors to cure what he felt was a factory mistake.  The voltage readings you see are reasonable for the reduced voltage screen feed version.   

Check the voltages at the bias supply/divider and load network.  A drifted resistor value here will throw off the AGC system (and the RF gain control range).

Overload is often due to a gassy tube or a tube with secondary emission in the RF or IF chain and tube testers, even "good" ones, often don't catch these faults because they don't appear until the tube reaches full operating temperature which it won't do in a tube tester.  These faults will often result in the control grid potential trending towards positive so measurement with a good VTVM or DMM can catch this fault as can tube substitution.

And although probably not the issue with your receiver, the 6BE6, used as mixer tubes is one of the most problematic tubes I have run across.  They become microphonic, suffer reduced conversion gain as the frequency is increased, and develop other faults quite frequently.  Both of my SP-600 and both of my Hallicrafters SX-73 (contract competitor to the SP-600) receivers are using 7036 tubes in place of the 6BE6 mixers.  The 7036 was designed as a high reliability tube for use in computers and seems to have a very long and trouble-free life however it does require a taller shield than the 6BE6.

Hammarlund receivers also tend to be particular about the 6C4 used as the HFO and this is a trait the SP-600 shares with the later HQ receivers.  A hand selected 6C4 HFO tube will often greatly improve frequency stability and will also often cure erratic frequency jumps.  A tube tester is completely useless here since it doesn't test the tube at operating frequency and many tubes that are perfect at DC will fail miserably when used in the Mhz. range-something often experienced with 12BY7 tubes that were used in many of the Japanese designed SSB transceivers which would go from normal power on 160 or 80 to near zero output on 20 or higher due to the driver tube.

Rodger WQ9E

-----Original Message-----
From: BoatAnchors [mailto:boatanchors-bounces at theporch.com] On Behalf Of Russ Dworakowski WB3FAU via BoatAnchors
Sent: Friday, January 5, 2018 8:36 AM
To: boatanchors at theporch.com
Subject: [BoatAnchors] SP-600 gurus please

Folks, unable to get a response out of the Hammarlund unsers  group.  My  situation involves a SP-600-JX-6.  Overload problems and screen voltage issues in the 1st and 2nd RF amps.  Screen voltage is supposed to swing  from 90 to 200 volts when RF  gain is open and closed.  I get only a swing of 90 to 135v. The screen resistors of the RF tubes,[6BA6s]  are 3.3k ohms.  The parts list calls for 33k ohm resistors.  So which is right?  The parts  list or my receiver? 
 thanks  for your help-Russ-  wb3fau
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://imac.theporch.com/mailman/listinfo/boatanchors


From dave at horsfall.org  Fri Jan  5 18:05:53 2018
From: dave at horsfall.org (Dave Horsfall)
Date: Sat, 6 Jan 2018 10:05:53 +1100 (EST)
Subject: [BoatAnchors] Vintage mica caps
Message-ID: <alpine.BSF.2.21.1801061000480.99776@aneurin.horsfall.org>

Seen over on the Greenkeys (Teletype) list.

NB: That URL could contain a tracking code, so be sure to practise safe 
hex...

-- 
Dave Horsfall DTM (VK2KFU)  "Those who don't understand security will suffer."

---------- Forwarded message ----------
Date: Fri, 5 Jan 2018 15:23:10 +0000 (UTC)
From: Keith Lueck
To: "GreenKeys at mailman.qth.net" <GreenKeys at mailman.qth.net>
Subject: [GreenKeys] OT- vintage mica caps

Hey guys -

I know a lot of you are hams and some have vintage equipment.? I got an
email this morning from a surplus house that had some old style "bathtub"
high voltage mica capacitors.? Thought there might be some interest in
these:

https://www.allelectronics.com/index.php?page=seek&id%5Bm%5D=pattern&id%5Bq%5D=mica+capacitor

Cheers,

Keith
-------------- next part --------------
______________________________________________________________
GreenKeys mailing list
Home: http://mailman.qth.net/mailman/listinfo/greenkeys
Help: http://mailman.qth.net/mmfaq.htm
Post: mailto:GreenKeys at mailman.qth.net

2002-to-present greenkeys archive: http://mailman.qth.net/pipermail/greenkeys/
1998-to-2001 greenkeys archive: http://mailman.qth.net/archive/greenkeys/greenkeys.html
Randy Guttery's 2001-to-2009 GreenKeys Search Tool: http://comcents.com/tty/greenkeyssearch.html

This list hosted by: http://www.qsl.net
Please help support this email list: http://www.qsl.net/donate.html

From wb3fau55 at neo.rr.com  Sat Jan  6 17:17:16 2018
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com)
Date: Sat, 6 Jan 2018 17:17:16 -0500
Subject: [BoatAnchors] SP-600 findings
Message-ID: <20180106221716.DA4AF.192208.root@cdptpa-web02>

Roger,[and others] the receiver is a SP-600-JX-6. S/N  9075.  So which  do I have?
 R72 and R73 are 20k and 56k  in my manual.  You give values of 7.5k and 10K.  However,  I cannot find these  resistors in the chassis.  I now suspect I should  have 33k screen resistors?
  Other problems so noted,  but I have swapped out  tubes  with no help.  Also,  problem is less  above 7.4mc.  Thanks for the coaching.  Russ.


From 1oldlens1 at ix.netcom.com  Sun Jan  7 14:14:51 2018
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Sun, 7 Jan 2018 11:14:51 -0800
Subject: [BoatAnchors] SP-600 findings
In-Reply-To: <20180106221716.DA4AF.192208.root@cdptpa-web02>
References: <20180106221716.DA4AF.192208.root@cdptpa-web02>
Message-ID: <239e0d2c-6ff9-7107-8c5e-bd7b0fb78e65@ix.netcom.com>

     I have a list of SP-600-JX models, don't know where I got it. The 
JX-6 was made in sept 1951 and is a standard receiver except for the BFO 
which goes from -10KC to +10KC, standard is +/- 3KC.
     Somewhere I have a modification order applying to very early 
receivers, probably before the JX had a numeral after it, showing some 
changes in the power supply arrangements. I will look for it but can't 
remember exactly where it is.
     Your receiver is late enough that it should have standard values of 
resistors in it unless it was modified.
     I can't remember if the JX-6 has a terminal for the AVC to connect 
it for standard or direction finding use. The DF connection provides a 
large amount of delay to the RF stages which could cause overload on 
strong signals. It should be connected for standard operation. Maybe not 
on your receiver.

On 1/6/2018 2:17 PM, Russ Dworakowski WB3FAU via BoatAnchors wrote:
> Roger,[and others] the receiver is a SP-600-JX-6. S/N  9075.  So which  do I have?
>   R72 and R73 are 20k and 56k  in my manual.  You give values of 7.5k and 10K.  However,  I cannot find these  resistors in the chassis.  I now suspect I should  have 33k screen resistors?
>    Other problems so noted,  but I have swapped out  tubes  with no help.  Also,  problem is less  above 7.4mc.  Thanks for the coaching.  Russ.

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL


From a.b.bonds at Vanderbilt.Edu  Mon Jan  8 15:09:49 2018
From: a.b.bonds at Vanderbilt.Edu (Bonds, A B)
Date: Mon, 8 Jan 2018 20:09:49 +0000
Subject: [BoatAnchors] SP-600 findings
In-Reply-To: <239e0d2c-6ff9-7107-8c5e-bd7b0fb78e65@ix.netcom.com>
References: <20180106221716.DA4AF.192208.root@cdptpa-web02>,
 <239e0d2c-6ff9-7107-8c5e-bd7b0fb78e65@ix.netcom.com>
Message-ID: <C8FFB7BC5D48064D8BF9AD0086503DF9845AF849@ITS-HCWNEM107.ds.vanderbilt.edu>

The 7.5k and 10k voltage divider resistors are big 20w ceramic units mounted sticking out of a side plate.  They often fail, leading to all kinds of AVC trouble among other things.  Easy to spot, if they are there in the first place.

A. B. Bonds


________________________________________
From: BoatAnchors [boatanchors-bounces at theporch.com] on behalf of Richard Knoppow via BoatAnchors [boatanchors at theporch.com]
Sent: Sunday, January 07, 2018 1:14 PM
To: boatanchors at theporch.com
Subject: Re: [BoatAnchors] SP-600 findings

     I have a list of SP-600-JX models, don't know where I got it. The
JX-6 was made in sept 1951 and is a standard receiver except for the BFO
which goes from -10KC to +10KC, standard is +/- 3KC.
     Somewhere I have a modification order applying to very early
receivers, probably before the JX had a numeral after it, showing some
changes in the power supply arrangements. I will look for it but can't
remember exactly where it is.
     Your receiver is late enough that it should have standard values of
resistors in it unless it was modified.
     I can't remember if the JX-6 has a terminal for the AVC to connect
it for standard or direction finding use. The DF connection provides a
large amount of delay to the RF stages which could cause overload on
strong signals. It should be connected for standard operation. Maybe not
on your receiver.

On 1/6/2018 2:17 PM, Russ Dworakowski WB3FAU via BoatAnchors wrote:
> Roger,[and others] the receiver is a SP-600-JX-6. S/N  9075.  So which  do I have?
>   R72 and R73 are 20k and 56k  in my manual.  You give values of 7.5k and 10K.  However,  I cannot find these  resistors in the chassis.  I now suspect I should  have 33k screen resistors?
>    Other problems so noted,  but I have swapped out  tubes  with no help.  Also,  problem is less  above 7.4mc.  Thanks for the coaching.  Russ.

--
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://na01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fimac.theporch.com%2Fmailman%2Flistinfo%2Fboatanchors&data=02%7C01%7Ca.b.bonds%40vanderbilt.edu%7C6665e54b6a0b48cae09a08d556cea45a%7Cba5a7f39e3be4ab3b45067fa80faecad%7C0%7C1%7C636510368180747496&sdata=Qib4dLa6Mla%2FaBEVINmRkjKGRMJ8pc2nRlxYAT0nL9M%3D&reserved=0


From nbroline at austin.rr.com  Mon Jan  8 18:34:17 2018
From: nbroline at austin.rr.com (Nick Broline)
Date: Mon, 8 Jan 2018 17:34:17 -0600
Subject: [BoatAnchors] Experience W/ Johnson KW Matchbox for All-Bands
Message-ID: <940B3F5BBC9A4887B170F3381F77982B@newdualath>

I am at wits end in finding a 370 ohm window line length that will allow the
MB to tune (to 1:1) on 80-10m, ignoring the WARC Bands, of course.
The antenna is a 135' flat top in the clear at 30' above terrible
ground.....14" soil over >200' solid limestone.
I have successfully modeled the antenna and window line lengths using
NEC-WIN Plus+ and 4NEC2 modeling programs using the NEC-2 engine.....they
give precisely the same answers. I have verified the results by comparing
the modeled impedance at the feedpoint with actual measurements using window
line and found agreement within my measurement accuracy (a couple percent).
I cannot obtain a 1:1 VSWR on all bands with ANY window line electrical
length. Substitution of the series resistive and reactive elements (R +/-
jX) with real components set to agree with the model will not tune. I can
tweak either the resistance or the cap and achieve a perfect match, but
those values do not coincide with any feedline length. Bands from 20m up
tune beautifully.

I have modeled practically every feedline length from 60' to 104' in 1-2'
increments, although I have not wasted time with lengths that produce
feedline Z's in the 5-10k range. Johnson suggests the tuning range to be
1200 ohms or less. I have also installed my window line, also in the clear,
to test some good-looking candidate lengths. (Anyone out there need some 18"
window line pieces.....only used once???)

According to numerous posts at many web sites I put a 720 uufd variable in
the link output, located inside the chassis. That makes the tuner very
forgiving, so that remains a solution to using the Johnson MB. In fact, I
found the same mod made my 275 watt MB work very well also.

I would still like to have my match box work like it was designed without
drilling a hole in the front panel.
Using the window line was a not-so-quick and dirty way of proofing the whole
installation before I finished an 85' length of bare #14 open wire line
using ceramic spreaders. I thought the window line was easier to
add/subtract lengths using crimp butt splices, and I'm sticking to it until
I have an adequate tuner.

In short, I'm looking for folks who have achieved full 5-band performance
with a 135' dipole.

Thanks in advance,
73
Nick Broline W5FUA
512 327 7425
?
We shall not cease from exploration
And at the end of exploring
Will be to arrive where we started
And know the place for the first time.
????? T.S. Eliot--"Little Gidding"



---
This email has been checked for viruses by AVG.
http://www.avg.com



From 1oldlens1 at ix.netcom.com  Thu Jan 11 11:11:44 2018
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Thu, 11 Jan 2018 08:11:44 -0800
Subject: [BoatAnchors] SP-600 findings
In-Reply-To: <239e0d2c-6ff9-7107-8c5e-bd7b0fb78e65@ix.netcom.com>
References: <20180106221716.DA4AF.192208.root@cdptpa-web02>
 <239e0d2c-6ff9-7107-8c5e-bd7b0fb78e65@ix.netcom.com>
Message-ID: <29f45fac-ee9b-4183-5bb7-b1cb9cdf500e@ix.netcom.com>


     Find TM11-851, its at
http://bama.edebris.com/manuals/military/r274a/
and other places. This is the complete depot manual for the SP-600 and 
covers many variations of the receiver from its earliest versions.
   There is a chart near the beginning which shows the differences among 
versions. I think at least one of your changes shows up there. Have a 
look and see if this answers any questions.


-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL



From 1oldlens1 at ix.netcom.com  Thu Jan 11 22:41:23 2018
From: 1oldlens1 at ix.netcom.com (Richard Knoppow)
Date: Thu, 11 Jan 2018 19:41:23 -0800
Subject: [BoatAnchors] SP-600 findings
In-Reply-To: <29f45fac-ee9b-4183-5bb7-b1cb9cdf500e@ix.netcom.com>
References: <20180106221716.DA4AF.192208.root@cdptpa-web02>
 <239e0d2c-6ff9-7107-8c5e-bd7b0fb78e65@ix.netcom.com>
 <29f45fac-ee9b-4183-5bb7-b1cb9cdf500e@ix.netcom.com>
Message-ID: <29543907-df4f-3679-297b-9a6fa8002033@ix.netcom.com>

     There are several modifications in the material at:

http://bama.edebris.com/manuals/military/sp600series-mwo/

Which address changes in the RF and IF to eliminate first mixer blocking 
and some other problems.
     Maybe what the OP was looking for.
     I can't find anything specific about the R-274B but this document 
mentions both the R-274A and R-274C  The JX-6 version of he SP-600 seems 
to have a special BFO with +/- 10Khz range where the standard BFO is +/- 
3Khz. Hammarlund built more than 20 variations of the SP-600 which does 
not count some others such as the versions modified by Northern Radio.
    As far as I can find out the SP-600 was built exclusively by 
Hammarlund, the N-R versions being modified Hammarlund receivers. This 
is unlike the R-390 which was built by several contractors.

-- 
Richard Knoppow
1oldlens1 at ix.netcom.com
WB6KBL


From jgillespie at porchlight.ca  Mon Jan 15 12:16:52 2018
From: jgillespie at porchlight.ca (John Gillespie)
Date: Mon, 15 Jan 2018 12:16:52 -0500
Subject: [BoatAnchors] Help requested with what appears to be a vintage
 component
Message-ID: <000001d38e24$a38d4e30$eaa7ea90$@ca>

Hello fellow boat anchorites

 

I?m trying to reverse engineer a circa 1970?s Loop Tuner/ Detector by an
unknown manufacturer.  Construction quality is very high,  ceramic rotary
switches, silver mica caps, a laced wire loom etc.  Printed circuit board
has 9 transistors, a couple of glass diodes, with all normal components,
except for two.

 

One of the unknown components has a body the size of a ? watt carbon
resistor,  half the body is clear/silver,  it has a small central black band
and the remaining half of the body is all red.  Markings are  HHH 25V5 2346.
Not sure what it is !  Appears in circuit like a coupling cap. value .0018
uf.  It passes an AC signal,  but it also passes DC.  Shorted ? Hmmm !   It
doesn?t look like a junction device on the scope.  

 

The second unknown component is smaller, about the size of a ? watt
resistor.  Again, half the body is clear/silver the other half is all red.
It doesn?t have the black band of the above.  Markings appear to be 35V1 but
it is a bit washed out.  This component appears in circuit like a bypass
cap. value .0012 uf.  It also passes AC signals and DC.  With 12 volts
applied to one leg, the other measures about 6.5 volts.

 

Boatanchor quantity:  it will be used with many boatanchor radios, including
our Technical Radio LRR-6  if I can work out the circuit.

 

I feel like I?ve seen these components before, but for the life of me, they
escape me,  Totally !    

 

Hoping the vast quantities of smarter minds on this forum will be able to
kick start my memory !

 

Thanks in advance  John



From arc5 at ix.netcom.com  Sun Jan 14 17:35:32 2018
From: arc5 at ix.netcom.com (David Stinson)
Date: Sun, 14 Jan 2018 16:35:32 -0600
Subject: [BoatAnchors] Quieting A DC/DC Converter
In-Reply-To: <000c01d38d7f$4bd7c030$e3874090$@netcom.com>
References: <000c01d38d7f$4bd7c030$e3874090$@netcom.com>
Message-ID: <000601d38d87$fda49740$f8edc5c0$@netcom.com>

Here's a listing for these DC-DC thingies.  It's
390 VDC max.

https://www.ebay.com/itm/142555893852



From ranickel at comcast.net  Mon Jan 15 21:49:25 2018
From: ranickel at comcast.net (Robert Nickels)
Date: Mon, 15 Jan 2018 20:49:25 -0600
Subject: [BoatAnchors] Clattering tubes
Message-ID: <dcf2f67c-b9e1-b1f0-2576-fea9d1922ff4@comcast.net>

An new one on me, but I'm betting someone in this esteemed multitude has 
the answer.

A couple weeks ago my Heathkit Marauder wasn't acting right -? low 
output, etc-? and after fiddling with it a bit there "arose such a 
clatter", to borrow a phrase.?? I would have bet that the fan blade had 
come off - you know how Heathkit liked to put the motor of a C-frame fan 
on the top cover of the PA compartment with the shaft extending through 
and the fan blade on the inside, just above the tubes.?? Well the blade 
was fastened tight, but I soon discovered that one of the 6146s was as 
dead as the proverbial beaten horse. The filament lights up, but that's 
all -? the Gm meter doesn't even move off zero in my Hickok 600A and 
there's not even a flicker when flipping through the shorts test 
positions.?? It seems as if something important disintegrated without 
leaving much of a trace.

New finals put the Marauder back on the war path, and I was ready to 
just forget about this odd failure mode until a bit ago when a friend 
tells me about a guy who had the same sort of thing happen with a Globe 
Scout,? In his case there was a "clicking noise" and while the meter 
shows grid current the plate meter shows no current when tuning.??? He 
tried a different final tube but still no output.

His problem may be different - but any theories as to what could cause a 
loud clicking sound in these tubes?

73, Bob W9RAN



From rbsingl at ilstu.edu  Mon Jan 15 23:04:42 2018
From: rbsingl at ilstu.edu (Singley, Rodger)
Date: Tue, 16 Jan 2018 04:04:42 +0000
Subject: [BoatAnchors] Clattering tubes
In-Reply-To: <dcf2f67c-b9e1-b1f0-2576-fea9d1922ff4@comcast.net>
References: <dcf2f67c-b9e1-b1f0-2576-fea9d1922ff4@comcast.net>
Message-ID: <DM5PR03MB2572EFD1ADF545A02D7B0869B8EA0@DM5PR03MB2572.namprd03.prod.outlook.com>

I could see the screen disintegrating if the anode connection was somehow disturbed under power; this fragile screen grid element will go incandescent and vaporize instantly when it tries to turn into a plate and you would likely hear the shrapnel sounds of tiny bits of molten metal vaporizing and depositing on something else.  I wonder if the anode connection somehow went open which would then cause the screen to try to behave like the anode.  I would think even without a screen grid you would get some indication on your tube tester even though the tube wouldn't come close to producing normal output so it sounds like the anode is also open.  

Put on your "Dr. Quincy" hat Bob and do an autopsy on the dearly departed 6146 and let us know what you find.

Rodger WQ9E 

-----Original Message-----



From k5apl41 at gmail.com  Tue Jan 16 13:34:08 2018
From: k5apl41 at gmail.com (wes Bolin)
Date: Tue, 16 Jan 2018 12:34:08 -0600
Subject: [BoatAnchors] BoatAnchors Digest, Vol 335, Issue 2
In-Reply-To: <mailman.0.1516125600.77605.boatanchors@theporch.com>
References: <mailman.0.1516125600.77605.boatanchors@theporch.com>
Message-ID: <CALM7jM6pAsqL=V6eHyRZyP_WfCcK2--SgRtKGYVX+XbVYDRm3Q@mail.gmail.com>

Probably not related:  I put Chinese 811A tubes in my 30L-1 amplifier and
when they got hot when tuning up or speech processing, I could hear a
"crinkling" sound.  American made
tubes did not do it.  Only time I heard my tubes making noise.
Wes

On Tue, Jan 16, 2018 at 12:00 PM, <boatanchors-request at theporch.com> wrote:

> Send BoatAnchors mailing list submissions to
>         boatanchors at theporch.com
>
> To subscribe or unsubscribe via the World Wide Web, visit
>         https://imac.theporch.com/mailman/listinfo/boatanchors
> or, via email, send a message with subject or body 'help' to
>         boatanchors-request at theporch.com
>
> You can reach the person managing the list at
>         boatanchors-owner at theporch.com
>
> When replying, please edit your Subject line so it is more specific
> than "Re: Contents of BoatAnchors digest..."
>
> Today's Topics:
>
>    1. Clattering tubes (Robert Nickels)
>    2. Re: Clattering tubes (Singley, Rodger)
>
>
> ---------- Forwarded message ----------
> From: Robert Nickels <ranickel at comcast.net>
> To: Old Tube Radios <boatanchors at theporch.com>
> Cc:
> Bcc:
> Date: Mon, 15 Jan 2018 20:49:25 -0600
> Subject: [BoatAnchors] Clattering tubes
> An new one on me, but I'm betting someone in this esteemed multitude has
> the answer.
>
> A couple weeks ago my Heathkit Marauder wasn't acting right -  low output,
> etc-  and after fiddling with it a bit there "arose such a clatter", to
> borrow a phrase.   I would have bet that the fan blade had come off - you
> know how Heathkit liked to put the motor of a C-frame fan on the top cover
> of the PA compartment with the shaft extending through and the fan blade on
> the inside, just above the tubes.   Well the blade was fastened tight, but
> I soon discovered that one of the 6146s was as dead as the proverbial
> beaten horse. The filament lights up, but that's all -  the Gm meter
> doesn't even move off zero in my Hickok 600A and there's not even a flicker
> when flipping through the shorts test positions.   It seems as if something
> important disintegrated without leaving much of a trace.
>
> New finals put the Marauder back on the war path, and I was ready to just
> forget about this odd failure mode until a bit ago when a friend tells me
> about a guy who had the same sort of thing happen with a Globe Scout,  In
> his case there was a "clicking noise" and while the meter shows grid
> current the plate meter shows no current when tuning.    He tried a
> different final tube but still no output.
>
> His problem may be different - but any theories as to what could cause a
> loud clicking sound in these tubes?
>
> 73, Bob W9RAN
>
>
>
>
> ---------- Forwarded message ----------
> From: "Singley, Rodger" <rbsingl at ilstu.edu>
> To: "W9RAN at oneradio.net" <W9RAN at oneradio.net>
> Cc: "Old Tube Radios (boatanchors at theporch.com)" <boatanchors at theporch.com
> >
> Bcc:
> Date: Tue, 16 Jan 2018 04:04:42 +0000
> Subject: Re: [BoatAnchors] Clattering tubes
> I could see the screen disintegrating if the anode connection was somehow
> disturbed under power; this fragile screen grid element will go
> incandescent and vaporize instantly when it tries to turn into a plate and
> you would likely hear the shrapnel sounds of tiny bits of molten metal
> vaporizing and depositing on something else.  I wonder if the anode
> connection somehow went open which would then cause the screen to try to
> behave like the anode.  I would think even without a screen grid you would
> get some indication on your tube tester even though the tube wouldn't come
> close to producing normal output so it sounds like the anode is also open.
>
> Put on your "Dr. Quincy" hat Bob and do an autopsy on the dearly departed
> 6146 and let us know what you find.
>
> Rodger WQ9E
>
> -----Original Message-----
>
>
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://imac.theporch.com/mailman/listinfo/boatanchors
>
>


From gumbear at pacbell.net  Tue Jan 16 17:00:25 2018
From: gumbear at pacbell.net (Arden Allen)
Date: Tue, 16 Jan 2018 14:00:25 -0800
Subject: [BoatAnchors] BoatAnchors Digest, Vol 335, Issue 2
In-Reply-To: <CALM7jM6pAsqL=V6eHyRZyP_WfCcK2--SgRtKGYVX+XbVYDRm3Q@mail.gmail.com>
References: <mailman.0.1516125600.77605.boatanchors@theporch.com>
 <CALM7jM6pAsqL=V6eHyRZyP_WfCcK2--SgRtKGYVX+XbVYDRm3Q@mail.gmail.com>
Message-ID: <2D52D2BBA9D34033BBAEE638AA487292@Lenovo>

............Probably not related:  I put Chinese 811A tubes in my 30L-1 
amplifier and
when they got hot when tuning up or speech processing, I could hear a
"crinkling" sound.  American made
tubes did not do it.  Only time I heard my tubes making noise. ..........

This reminds me of when I was in grammar school.  I was fascinated by the 
sounds the steam heating system radiators in our classrooms were making.  I 
learned later it was called water (or steam) hammer.  The good ol' days 
........

Arden Allen
KB6NAX

He who is cruel to animals becomes
hard also in his dealings with men.
We can judge the heart of a man by
his treatment of animals.
?Immanuel Kant 



From arc5 at ix.netcom.com  Fri Jan 19 17:59:01 2018
From: arc5 at ix.netcom.com (=?utf-8?B?YXJjNUBpeC5uZXRjb20uY29t?=)
Date: Fri, 19 Jan 2018 22:59:01 GMT
Subject: [BoatAnchors] Cowtown Hamfest, 1st Day, 01-19-2018
Message-ID: <000f4242.03cca1ea7467a651@ix.netcom.com>







    
https://photos.app.goo.gl/EybRRe1woyujHdCq1

    Sent from my Ain't Smart Phone.




From arc5 at ix.netcom.com  Sun Jan 21 11:14:41 2018
From: arc5 at ix.netcom.com (David Stinson)
Date: Sun, 21 Jan 2018 10:14:41 -0600
Subject: [BoatAnchors] Photos: Cowtown Hamfest 1-20-2018
Message-ID: <003701d392d2$f4d2f5d0$de78e170$@netcom.com>

If anyone would like to see photos from Day 2 of
Cowtown Hamfest, Ft. Worth, Texas.

https://photos.app.goo.gl/AkJY46zlt3gF2axw1

73 OM DE Dave AB5S




From radios at sbcglobal.net  Sun Jan 21 15:47:24 2018
From: radios at sbcglobal.net (Lenox Carruth)
Date: Sun, 21 Jan 2018 14:47:24 -0600
Subject: [BoatAnchors] Update on the radio equipment on the submarine Cobia
Message-ID: <014401d392f9$0b070dc0$21152940$@net>

 

Includes the world?s oldest operating radar.

https://www.qrz.com/db/WA9EXS








 



From gumbear at pacbell.net  Sun Jan 21 16:07:15 2018
From: gumbear at pacbell.net (Arden Allen)
Date: Sun, 21 Jan 2018 13:07:15 -0800
Subject: [BoatAnchors] Update on the radio equipment on the submarine
 Cobia
In-Reply-To: <014401d392f9$0b070dc0$21152940$@net>
References: <014401d392f9$0b070dc0$21152940$@net>
Message-ID: <EA16EB20BD844DFAB091D9209FC526D3@Lenovo>

> Includes the world?s oldest operating radar.

> https://www.qrz.com/db/WA9EXS

Makes me feel like I'm back in the Navy even though I was an airdale.

Arden Allen
KB6NAX

He who is cruel to animals becomes
hard also in his dealings with men.
We can judge the heart of a man by
his treatment of animals.
?Immanuel Kant










_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://imac.theporch.com/mailman/listinfo/boatanchors 



From k4pf at juno.com  Fri Jan 26 14:18:28 2018
From: k4pf at juno.com (k4pf at juno.com)
Date: Fri, 26 Jan 2018 19:18:28 GMT
Subject: [BoatAnchors] a bit off topic - boatanchor skills lacking for
	nuclear weapons produc	tion
Message-ID: <20180126.141828.16771.0@webmail08.vgs.untd.com>


I saw this comment at the political site unz.com  

quote
 	
The nuke weapons maintenance and manufacturing establishment is running into the problem that the skills needed to do the work they need to do have atrophied and in some cases are nonexistent. In some cases they have found retirees and brought them back to show how certain tasks are done, but in some cases the retirees are all dead or senile and in some cases the retirees have told them no.

One weapons system uses a vacuum tube as part of the weak link/strong link surety system. This is not an off the shelf tube but is a purpose built ruggedized affair. They were made in house at Bendix plants in Red Bank, NJ and in Kansas City. They needed specialized trades once common to the vacuum tube trade like grid lathe mechanics. Once common, these people are now almost all dead or senescent. (The tube industry quit training them in the mid to late sixties, meaning even though US companies made receiving and small transmitting tube types into the eighties, they were running with people nearing retirement then. One company bought up almost all the closing US plants and proceeded to scrap a lot of the machines and destroy much of the documentation, and exported much of the rest. (A lot of US and European tube equipment wound up in the former Soviet Union and China before the wall came down, even in the height of the Cold war. Ponder that.)

US companies still make medium to large transmitting tubes, X ray tubes, and a few thyratrons and such, but those do not use the same type of internals as small types.

When it comes to actual nuclear physics package stuff, the same phenomenon exists. Turning a plutonium pit requires specific machining skills used no where else and when they shut Rocky Flats down, there was no one doing this type of work left. If we need to do this again the startup training costs will be fantastic. Weapons use a lot of weird and unique materials, which is why the plant in Kansas City had more different and unique manufacturing processes than under any other single roof in the world.

unquote

I'm not a "nuke", but this explanation sounds reasonable to me.

73,
Ed Knobloch


From wb3fau55 at neo.rr.com  Thu Jan 25 19:20:09 2018
From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com)
Date: Thu, 25 Jan 2018 19:20:09 -0500
Subject: [BoatAnchors] Hammarlund
Message-ID: <20180126002012.8MXYC.67163.root@cdptpa-web13>

Gentlemen,  is the Hammarlund users  website up and running? Did  something  happen to Duane Fisher?  
  I am searching for SP-600 parts.  I  need an S-meter, and freq display dials.  73s Russ.


From navy.radio at gmail.com  Fri Jan 26 20:00:32 2018
From: navy.radio at gmail.com (Nick England)
Date: Sat, 27 Jan 2018 01:00:32 +0000
Subject: [BoatAnchors] Hammarlund
In-Reply-To: <20180126002012.8MXYC.67163.root@cdptpa-web13>
References: <20180126002012.8MXYC.67163.root@cdptpa-web13>
Message-ID: <CAB55hNcPeyNKAxgHH01+yeFL0OSTetbyJM3tNqSmD3ChvxOz2w@mail.gmail.com>

Sorry to report that Duane passed away recently. Gary Harmon has taken over
running several of the lists that Duane managed. I don?t know about
Hammarlund.
>From Gary?s post:

As most of you know, Duane Fischer, W8DBF, the manager of these lists for a
number of years, passed away recently.

Duane was born in Flint, Michigan on October 22, 1946, the son of the late
Gail and Mertys (Johnson) Fischer.  He was a Ham Radio operator, active
member of the Federation for the Blind, avid coin collector, and loved
astronomy.  Duane loved magic and became a magician.  He traveled all over
Michigan, Ohio, Kentucky and Tennessee performing in schools to teach
children his message, "guns and drugs kill, that's no illusion!"  He was the
world's only total blind professional magician, mentalist and illusionist.
He was a Star Trek fanatic, has several trophies for show cars and also
loved music.


On Fri, Jan 26, 2018 at 7:22 PM Russ Dworakowski WB3FAU via BoatAnchors <
boatanchors at theporch.com> wrote:

> Gentlemen,  is the Hammarlund users  website up and running? Did
> something  happen to Duane Fisher?
>   I am searching for SP-600 parts.  I  need an S-meter, and freq display
> dials.  73s Russ.
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://imac.theporch.com/mailman/listinfo/boatanchors
>
-- 
Nick England K4NYW
www.navy-radio.com


From mxc04040 at nifty.ne.jp  Fri Jan 26 22:17:23 2018
From: mxc04040 at nifty.ne.jp (Katsuhiko Hirai)
Date: Sat, 27 Jan 2018 12:17:23 +0900
Subject: [BoatAnchors] Latest schematics of Hallicrafters FPM-300 MK II
In-Reply-To: <20180126002012.8MXYC.67163.root@cdptpa-web13>
References: <20180126002012.8MXYC.67163.root@cdptpa-web13>
Message-ID: <20180127121723.EAB3.4E50566@nifty.ne.jp>

Dear All, 

Good morning and good evening from cold in cold, Japan.
I'm praying early Spring coming and rapid shrinking of meandering of
warm stream in the west Pacific.

Well,
I'm looking for the latest schematics of Hallicrafters FPM-300 MK II.
Because I can not find out the correct place of capacitor C134 in
schematics, which attached additionally for MK II.

If anyone has it, will you please let me know?
I would like to buy it as a copy or in a manual.

I appreciate your support.
Best regards,
Katsuhiko Hirai
JA3ECA, exN8EYH
Nara, Japan

-- 
Katsuhiko Hirai <mxc04040 at nifty.ne.jp>



From k0myw at sbcglobal.net  Fri Jan 26 22:30:36 2018
From: k0myw at sbcglobal.net (Michael OBrien)
Date: Sat, 27 Jan 2018 03:30:36 +0000 (UTC)
Subject: [BoatAnchors] a bit off topic - boatanchor skills lacking
	for	nuclear weapons produc	tion
References: <1464397431.1456165.1517023836049.ref@mail.yahoo.com>
Message-ID: <1464397431.1456165.1517023836049@mail.yahoo.com>

I'm not sure what vacuum tube is being referenced in the article about the nuclear weapons system. However, while I haven't heard anything about it lately, a couple (maybe even three or four) years ago, Western Electric announced that it planned to partially revive its Kansas City manufacturing facility in order to resume production of 300B tubes, primarily for the deep-pocketed audio zealots.

I remember reading a story in the Kansas City Star newspaper putting out a call for former WE employees (almost all women) who might be able and willing to come back to train younger workers in the art of tube manufacture.

I don't know if anything ever came of that plan, but I liked the idea -- although there are several other tubes I'd rather see being produced in the USA again more than the 300B...

Mike K0MYW



--------------------------------------------
On Fri, 1/26/18, k4pf--- via BoatAnchors <boatanchors at theporch.com> wrote:

 Subject: [BoatAnchors] a bit off topic - boatanchor skills lacking for	nuclear weapons produc	tion
 To: boatanchors at theporch.com
 Date: Friday, January 26, 2018, 1:18 PM
 
 
 I saw this comment at the political site unz.com? 
 
 quote
  ??? 
 The nuke weapons maintenance and manufacturing establishment
 is running into the problem that the skills needed to do the
 work they need to do have atrophied and in some cases are
 nonexistent. In some cases they have found retirees and
 brought them back to show how certain tasks are done, but in
 some cases the retirees are all dead or senile and in some
 cases the retirees have told them no.
 
 One weapons system uses a vacuum tube as part of the weak
 link/strong link surety system. This is not an off the shelf
 tube but is a purpose built ruggedized affair. They were
 made in house at Bendix plants in Red Bank, NJ and in Kansas
 City. They needed specialized trades once common to the
 vacuum tube trade like grid lathe mechanics. Once common,
 these people are now almost all dead or senescent. (The tube
 industry quit training them in the mid to late sixties,
 meaning even though US companies made receiving and small
 transmitting tube types into the eighties, they were running
 with people nearing retirement then. One company bought up
 almost all the closing US plants and proceeded to scrap a
 lot of the machines and destroy much of the documentation,
 and exported much of the rest. (A lot of US and European
 tube equipment wound up in the former Soviet Union and China
 before the wall came down, even in the height of the Cold
 war. Ponder that.)
 
 US companies still make medium to large transmitting tubes,
 X ray tubes, and a few thyratrons and such, but those do not
 use the same type of internals as small types.
 
 When it comes to actual nuclear physics package stuff, the
 same phenomenon exists. Turning a plutonium pit requires
 specific machining skills used no where else and when they
 shut Rocky Flats down, there was no one doing this type of
 work left. If we need to do this again the startup training
 costs will be fantastic. Weapons use a lot of weird and
 unique materials, which is why the plant in Kansas City had
 more different and unique manufacturing processes than under
 any other single roof in the world.
 
 unquote
 
 I'm not a "nuke", but this explanation sounds reasonable to
 me.
 
 73,
 Ed Knobloch
 _______________________________________________
 BoatAnchors mailing list
 BoatAnchors at theporch.com
 https://imac.theporch.com/mailman/listinfo/boatanchors
 
 -----Inline Attachment Follows-----
 
 


From thompson at mindspring.com  Sat Jan 27 10:15:53 2018
From: thompson at mindspring.com (Dave Thompson)
Date: Sat, 27 Jan 2018 10:15:53 -0500 (GMT-05:00)
Subject: [BoatAnchors] Hammarlund
Message-ID: <2116881318.2235.1517066154089@wamui-esmeralda.atl.sa.earthlink.net>


I remember Al W8UT was maintaining the Hammarlund web site. His e-mail address is on QRZ.
Dave K4JRB

-----Original Message-----
>From: Russ Dworakowski WB3FAU via BoatAnchors <boatanchors at theporch.com>
>Sent: Jan 25, 2018 7:20 PM
>To: boatanchors at theporch.com
>Subject: [BoatAnchors] Hammarlund
>
>Gentlemen,  is the Hammarlund users  website up and running? Did  something  happen to Duane Fisher?  
>  I am searching for SP-600 parts.  I  need an S-meter, and freq display dials.  73s Russ.
>_______________________________________________
>BoatAnchors mailing list
>BoatAnchors at theporch.com
>https://imac.theporch.com/mailman/listinfo/boatanchors


From arc5 at ix.netcom.com  Sat Jan 27 13:13:21 2018
From: arc5 at ix.netcom.com (David Stinson)
Date: Sat, 27 Jan 2018 12:13:21 -0600
Subject: [BoatAnchors] CANCEL That "Mayday," and Thanks.
In-Reply-To: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
References: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
Message-ID: <001001d3979a$88dc40d0$9a94c270$@netcom.com>

The Knob Gremlins heard me bad-mouthing them.

My dearest Kay, seeing my hang-dog look, said:
"Sometimes, if you just walk away, then go back
with fresh eyes, you'll find it right in front of
you."  So I did.  I just went back out to The Barn
and moved the TCS rack, which I had moved twice
before.  It was right there.  Yes; I did tell her
she was right, my Darling.  But I still think it
was Knob Gremlins.

TNX OM DE Dave AB5S




From arc5 at ix.netcom.com  Sat Jan 27 12:09:59 2018
From: arc5 at ix.netcom.com (David Stinson)
Date: Sat, 27 Jan 2018 11:09:59 -0600
Subject: [BoatAnchors] "Mayday!" To Our Friends Down Under
Message-ID: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>

If you don't believe in the existence of "Screw
Gremlins" and "Knob Gremlins," you may wish to
listen to this sad tale of woe.  I've been working
with the Australian AR8/AT5 set, with the goal of
using it on 630 Mtrs.  I've had a short MF QSO
with it already, but I need to "stiffen" the TX
supply to get rid of an annoying chirp.
The AR8 receiver MF tuning has some backlash, so I
removed the front of the tuning knob to look at it
and try to puzzle-out how it works.  To take the
large knob cover off, one unscrews the center
small knob.  And, of course.  I dropped it.  I
followed it with my eyes.  It bounced once, then
flew into the dark and oppressive abyssal gloom we
call "under the bench."  And there, the Knob
Gremlins found it and made-away with it.  I've
spent an hour crawling on my belly with a large
work light and a vacuum hose.  I've found lots of
"stuff" and even a mummified mouse, but no knob.  

See the attached photo.  It looks sad.  I look
sadder.  Name your price for one of these.  I
wouldn't give my first born, but I did think about
it.

TNX OM ES 73 OM DE Dave AB5S

P.S. I often wonder if the term "Down Under" is
objectionable to our Australian and New Zealand
brothers?  If so, is there a less objectionable
term for speaking collectively of your beautiful
lands?

P.P.S.  Have any hints on curing backlash in this
dial drive?


From arc5 at ix.netcom.com  Sat Jan 27 19:14:27 2018
From: arc5 at ix.netcom.com (=?utf-8?B?YXJjNUBpeC5uZXRjb20uY29t?=)
Date: Sun, 28 Jan 2018 00:14:27 GMT
Subject: [BoatAnchors] "Mayday!" To Our Friends Down Under
Message-ID: <000f4242.29577fe6120e5c93@ix.netcom.com>







    I don't know why this double posted. That seems to happen a lot lately.
    Sent from my Ain't Smart Phone.




From dave at horsfall.org  Sat Jan 27 19:25:47 2018
From: dave at horsfall.org (Dave Horsfall)
Date: Sun, 28 Jan 2018 11:25:47 +1100 (EST)
Subject: [BoatAnchors] "Mayday!" To Our Friends Down Under
In-Reply-To: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
References: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
Message-ID: <alpine.BSF.2.21.1801281112120.7787@aneurin.horsfall.org>

For some reason, this down-underite received the messages in reverse 
order; say of that what you will...

On Sat, 27 Jan 2018, David Stinson via BoatAnchors wrote:

> I've found lots of "stuff" and even a mummified mouse, but no knob.
>
> See the attached photo.  It looks sad.  I look sadder.  Name your price 
> for one of these.  I wouldn't give my first born, but I did think about 
> it.

What photo?  Was it the mummified mouse?  And were you really after a 
replacement rodent?

> P.S. I often wonder if the term "Down Under" is objectionable to our 
> Australian and New Zealand brothers?  If so, is there a less 
> objectionable term for speaking collectively of your beautiful lands?

Hell no; the unofficial Aussie anthem is "Down Under" by the band Men at 
Work; it was played heavily when we took the America's Cup off you lot.

A close competitor of course is the one about a tramp and sheep thief who 
drowns himself to avoid being captured; that's so quintessentially 
Australian...

As for Kiwis, don't ever imply that they are Australian (in much the same 
way that Canucks hate being called "Yanks"); to really get a Kiwi's 
respect you have to call him a "sheep f*cker"; they really appreciate 
that.  Honest!

-- 
Dave Horsfall DTM (VK2KFU)  "Those who don't understand security will suffer."


From arc5 at ix.netcom.com  Sat Jan 27 20:21:18 2018
From: arc5 at ix.netcom.com (David Stinson)
Date: Sat, 27 Jan 2018 19:21:18 -0600
Subject: [BoatAnchors] "Mayday!" To Our Friends Down Under
In-Reply-To: <alpine.BSF.2.21.1801281112120.7787@aneurin.horsfall.org>
References: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
 <alpine.BSF.2.21.1801281112120.7787@aneurin.horsfall.org>
Message-ID: <000001d397d6$539510f0$fabf32d0$@netcom.com>



-----Original Message-----
From: Dave Horsfall v
Subject: Re: [BoatAnchors] "Mayday!" To Our
Friends Down Under

As for Kiwis, don't ever imply that they are
Australian (in much the same 
way that Canucks hate being called "Yanks"); to
really get a Kiwi's 
respect you have to call him a "sheep f*cker";
they really appreciate 
that.  Honest!

-- 
Dave Horsfall DTM (VK2KFU)  "Those who don't
understand security will suffer."
_______________________________________________

Ah, yes I understand.  Much like the relationship
between Texans and Oklahoma:

Texan and Okie are at a bar.
Okie:  "My girlfriend's mother caught us the other
day."
Texan:  "Oh no.  What did her mother say??"
Okie:  "BAAAAAA...."



From vilgotch at bigpond.net.au  Sun Jan 28 00:37:13 2018
From: vilgotch at bigpond.net.au (Morris Odell)
Date: Sun, 28 Jan 2018 16:37:13 +1100
Subject: [BoatAnchors] "Mayday!" To Our Friends Down Under
In-Reply-To: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
References: <001d01d39791$ae5f9c70$0b1ed550$@netcom.com>
Message-ID: <000601d397fa$0d5838a0$2808a9e0$@bigpond.net.au>

Hi Dave,

I know that style of knob very well, it was used on a lot of boatanchor gear
made by AWA (Amalgamated Wireless Australasia) who were the biggest local
manufacturer of the day. In later years they fell on hard times, passing
through the hands of several corporate vultures, last heard of going broke
in 2014 and bought by a Catholic Hospital chain of all people. 

Unfortunately I don't have any spares in my JB but there are a couple of
large (by our standards) hamfests coming up and I'll keep an eye out for
you. I don't need any more first born, my own is almost more than I can
handle sometimes.

73 de Morris VK3DOC

PS: Down Under is perfectly fine:
https://www.youtube.com/watch?v=XfR9iY5y94s 

PPS: Dunno about the backlash - maybe the planetary just needs a good clean.



-----Original Message-----
Subject: [BoatAnchors] "Mayday!" To Our Friends Down Under

If you don't believe in the existence of "Screw Gremlins" and "Knob
Gremlins," <snip>
  Name your price for one of these.  I wouldn't give my first born, but I
did think about it.

TNX OM ES 73 OM DE Dave AB5S




---
This email has been checked for viruses by AVG.
http://www.avg.com



From ranickel at comcast.net  Sun Jan 28 12:27:32 2018
From: ranickel at comcast.net (Robert Nickels)
Date: Sun, 28 Jan 2018 11:27:32 -0600
Subject: [BoatAnchors] Eldico SSB-100A
Message-ID: <e48b6c93-b7a6-53eb-4243-042d01d513df@comcast.net>

I need to make artwork for re-doing the front panel of an Eldico 
SSB-100A transmitter, and while I have enough info to get by, it would 
be really helpful if I had a high resolution photo of the panel.??? 
These transmitters aren't very common, but if anyone has one and could 
shoot a pic or two, I'd be grateful.? (Either the SSB-100 or SSB-100A 
would be helpful, but not the SSB-100F)

Thanks and 73,

Bob W9RAN



From k1lky68 at gmail.com  Mon Jan 29 18:50:46 2018
From: k1lky68 at gmail.com (Roy Morgan)
Date: Mon, 29 Jan 2018 18:50:46 -0500
Subject: [BoatAnchors] Hammarlund
In-Reply-To: <20180126002012.8MXYC.67163.root@cdptpa-web13>
References: <20180126002012.8MXYC.67163.root@cdptpa-web13>
Message-ID: <CAK_CHi5_1mAcP81DK_XzOOEJwxUPq=gUPRyd+mu=TN1gnYpKxw@mail.gmail.com>

Russ and others,

The Hammarlund "H-Files" site seems to be at:
http://www.hammarlund.info/info.html
It says:
"*This page will come up in the form of an FTP screen tree directory...
most of these files are jpg's, some are big in size, but are kept that way,
so when you download them, if you have a nice ink jet or laser printer,
they will print out a 'readable' 8.5x11."*

the big link on that page gets you to a list of files that begins like this:
Index of /info
[image: [ICO]]Name <http://www.hammarlund.info/info/?C=N;O=D>Last modified
<http://www.hammarlund.info/info/?C=M;O=A>Size
<http://www.hammarlund.info/info/?C=S;O=A>Description
<http://www.hammarlund.info/info/?C=D;O=A>
------------------------------
[image: [DIR]] Parent Directory <http://www.hammarlund.info/>   -
[image: [DIR]] accessories/
<http://www.hammarlund.info/info/accessories/> 04-Jul-2002
13:42 -
[image: [DIR]] comet pro/
<http://www.hammarlund.info/info/comet%20pro/> 04-Jul-2002
13:42 -
[image: [DIR]] company_history/
<http://www.hammarlund.info/info/company_history/> 04-Nov-2002 10:23 -
[image: [DIR]] ham-roberts/
<http://www.hammarlund.info/info/ham-roberts/> 04-Jul-2002
13:42 -
[image: [DIR]] hc-10/ <http://www.hammarlund.info/info/hc-10/> 12-Oct-2002
11:03 -

[image: [DIR]]
hq-66/ <http://www.hammarlund.info/info/hq-66/> 04-Jul-2002 13:42

  -
A few of the links I followed led to pictures only, but there may well be
more useful information there also.


On Thu, Jan 25, 2018 at 7:20 PM, Russ Dworakowski WB3FAU via BoatAnchors <
boatanchors at theporch.com> wrote:

> Gentlemen,  is the Hammarlund users  website up and running? Did
> something  happen to Duane Fisher?
>


Regards,
Roy

Roy Morgan
k1lky since 1958


From anchor at ec.rr.com  Mon Jan 29 19:37:58 2018
From: anchor at ec.rr.com (AW)
Date: Mon, 29 Jan 2018 19:37:58 -0500
Subject: [BoatAnchors] Hammarlund
In-Reply-To: <CAK_CHi5_1mAcP81DK_XzOOEJwxUPq=gUPRyd+mu=TN1gnYpKxw@mail.gmail.com>
References: <20180126002012.8MXYC.67163.root@cdptpa-web13>
 <CAK_CHi5_1mAcP81DK_XzOOEJwxUPq=gUPRyd+mu=TN1gnYpKxw@mail.gmail.com>
Message-ID: <0664a6c2-4d67-4bd8-8e21-cabd6d2216ab@ec.rr.com>

Hi Roy, Russ, et al,
	I responded to Russ earlier, and maybe to a cupl others.  I think some 
have mis-read Russ's intentions.  Perhaps there's a mis-interpetation of 
"users website" vs "email reflector" vs "webpages".
	Duane Fisher 'moderated' several email reflectors, including the 
Hammarlund one.  I don't think he was intimately involved in any 
website, except perhaps the Hallicrafters one.
	I have "operated" The Hammarlund Historian website/pages that Roy 
refers to, for about 15 yrs, at my own expense.  <www.hammarlund.info> 
I/we have no relation to any .QTH entities.  I will admit that it's not 
what it oughta be, largely due to a major crash and loss of all info 
after a server crash when then hosted by .qth folks' server, before I 
had secured a host server.  I haven't been able to recreate everything 
that was lost, and the first "home" page notes the problem.
	 Many of the "H-Files" full sized images and info was lost, and I know 
of no way to recover it, after much searching and using the wayback 
engine, etc.  I have not been able to spend the time needed to tidy it 
up much more than I already have.  I have tried to maintain and add to 
the "Manuals" page.
	Andy Moorer, Les Locklear, and Cecil Acuff have been a great help in 
recovering what we had, and in helping to respond to the many queries 
for info that we've had from around the world, via the website.
	Sorry this is so long, hope it clears some things up.
73,
Al, W8UT
www.boatanchors.org
www.hammarlund.info

"There is nothing -- absolutely nothing -- half so much
worth doing as simply messing about in boats"
Ratty, to Mole

On 1/29/2018 6:50 PM, Roy Morgan via BoatAnchors wrote:
> Russ and others,
>
> The Hammarlund "H-Files" site seems to be at:
> http://www.hammarlund.info/info.html
> It says:
> "*This page will come up in the form of an FTP screen tree directory...
> most of these files are jpg's, some are big in size, but are kept that way,
> so when you download them, if you have a nice ink jet or laser printer,
> they will print out a 'readable' 8.5x11."*
>
> the big link on that page gets you to a list of files that begins like this:
> Index of /info
> [image: [ICO]]Name <http://www.hammarlund.info/info/?C=N;O=D>Last modified
> <http://www.hammarlund.info/info/?C=M;O=A>Size
> <http://www.hammarlund.info/info/?C=S;O=A>Description
> <http://www.hammarlund.info/info/?C=D;O=A>
> ------------------------------
-- 


From sp600 at aol.com  Mon Jan 29 20:09:51 2018
From: sp600 at aol.com (sp600 at aol.com)
Date: Mon, 29 Jan 2018 20:09:51 -0500
Subject: [BoatAnchors] Hammarlund
In-Reply-To: <0664a6c2-4d67-4bd8-8e21-cabd6d2216ab@ec.rr.com>
Message-ID: <161449ceb24-1720-ccf75@webjas-vac134.srv.aolmail.net>

Hello group,
?
? ? ?I had the Hammarlund.org website with manuals and pictures. Years ago,on another forum that I belong to, one of the members contacted the owners of Hammarlund capacitors (Cardwell) about manual reproductions and availability. He received an answer that stated their legal department would pursue anyone outside of Cardwell doing Hammarlund manuals. Now Cardwell owners are Viking Technologies. I have seen other sites that have some Hammarlund manuals online and a lot on Ebay. I for one was doing it as a hobby to keep Hammarlunds up and runiing. I was not looking to tangle with Cardwell legal dept.
?
? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?Charlie ?N9SOR
?
In a message dated 1/29/2018 6:41:15 PM Central Standard Time, boatanchors at theporch.com writes:
?
 Hi Roy, Russ, et al,
 I responded to Russ earlier, and maybe to a cupl others. I think some 
have mis-read Russ's intentions. Perhaps there's a mis-interpetation of 
"users website" vs "email reflector" vs "webpages".
 Duane Fisher 'moderated' several email reflectors, including the 
Hammarlund one. I don't think he was intimately involved in any 
website, except perhaps the Hallicrafters one.
 I have "operated" The Hammarlund Historian website/pages that Roy 
refers to, for about 15 yrs, at my own expense. <www.hammarlund.info> 
I/we have no relation to any .QTH entities. I will admit that it's not 
what it oughta be, largely due to a major crash and loss of all info 
after a server crash when then hosted by .qth folks' server, before I 
had secured a host server. I haven't been able to recreate everything 
that was lost, and the first "home" page notes the problem.
 Many of the "H-Files" full sized images and info was lost, and I know 
of no way to recover it, after much searching and using the wayback 
engine, etc. I have not been able to spend the time needed to tidy it 
up much more than I already have. I have tried to maintain and add to 
the "Manuals" page.
 Andy Moorer, Les Locklear, and Cecil Acuff have been a great help in 
recovering what we had, and in helping to respond to the many queries 
for info that we've had from around the world, via the website.
 Sorry this is so long, hope it clears some things up.
73,
Al, W8UT
www.boatanchors.org
www.hammarlund.info

"There is nothing -- absolutely nothing -- half so much
worth doing as simply messing about in boats"
Ratty, to Mole

On 1/29/2018 6:50 PM, Roy Morgan via BoatAnchors wrote:
> Russ and others,
>
> The Hammarlund "H-Files" site seems to be at:
> http://www.hammarlund.info/info.html
> It says:
> "*This page will come up in the form of an FTP screen tree directory...
> most of these files are jpg's, some are big in size, but are kept that way,
> so when you download them, if you have a nice ink jet or laser printer,
> they will print out a 'readable' 8.5x11."*
>
> the big link on that page gets you to a list of files that begins like this:
> Index of /info
> [image: [ICO]]Name <http://www.hammarlund.info/info/?C=N;O=D>Last modified
> <http://www.hammarlund.info/info/?C=M;O=A>Size
> <http://www.hammarlund.info/info/?C=S;O=A>Description
> <http://www.hammarlund.info/info/?C=D;O=A>
> ------------------------------
-- 
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://imac.theporch.com/mailman/listinfo/boatanchors


From whitebear1122 at comcast.net  Tue Jan 30 22:28:19 2018
From: whitebear1122 at comcast.net (Whitebear1122)
Date: Tue, 30 Jan 2018 21:28:19 -0600
Subject: [BoatAnchors] WTB Hammarlund MAPC-50B, 50 PF Variable Capacitor
References: <353919B6-5001-4F02-8AFD-5752A73271EA@comcast.net>
Message-ID: <27FB1000-1E87-4B4E-A419-F193B115C124@comcast.net>

Hi, Somehow I lost the MAPC-50B 50 PF variable capacitor for my Ted Crosby W6TC HBR-13 receiver project.  I am getting ready to wire up the HBR BFO and cannot find this capacitor.  I know I had one because the holes are drilled for it.  This is a 50 PF variable capacitor with a panel shaft instead of a screw driver adjustment.  I would like to buy one.  Please check your parts bin for me.  I may be able to use an HF-50 as well.  Thanks for helping me build my HBR13 receiver.  
73, Scott WA9WFA

